2.2 Speakerphone

? 5.Common Operation Instructions 6. Description of Control Interface
H = @ Location indicator
Video Conferencing Group
- ©oe 5.1 Camera Select o
@ status indicator ® 3.5mm Jack . 6.1 RS-232 Interface Distribution
@ @ speaker Y | ® @ Location indicator Refer to the dial-up at the bottom of the camera and choose camera
- ) - 0 o1 CAVERA SELECT.
2650932 @ Function Keys ‘ = \ Bluetooth address number that you want to control (1-4). 1 2 3 4
User Manual 1 ©00 o O
5.2 Camera Direction Control 1.N.C.
? A Turning up 2.N.C.
L A4 Turning down A [6] 3.TXD
0go
@ @ Location indicator @ 3.5mm Jack ( Turning left < o > 4.GND
® @ Mute/Unmute (“D 5.RXD
: ) Turning right v 6.N.C.
i > ) ) Tuming to default 7.N.C.
_ _ Note: Press the direction key when you need to adjust the angle. If you VISCA RS-232 IN 8N.C.
8 B I @ Power want to move the camera slowly, just click the direction key; If you
I 1 @oPt ® DP indicator 1 want to move the camera fast at a large scale, just long-press the
\‘ @ DpP2 ® DP indicator 2 b
! @ (OO O @ Type-C ©) @ Power utton. -
. . o 5.3 Camera Focusing Mode Control 6.2 RS-485 Interface Distribution
—_—— 3.Connection Description
[ AuTO FOCUS] Switch the focus mode to AUTO PINNOM FUNCTION
) A DTR IN+ (connect to RS-485)
[ MANUAL FOCUS] Switch the focus mode to MANUAL
@ ? B DSR IN-(connect to RS-485)
® ® - [FAR] Far focus manually
.
[NEAR] Near focus manually
® A B
- |
© © I l FOCUS l I
I | o ®
AUTO MANUAL FAR NEAR
(@ Connect camera and Hub with original DP cable
@ Connect the speakerphone and hub with original DP cable (Optional, Connect the
Version V1 0 extension microphones to the main speakerphone by 3.5mm jack cable ) 5.4 Camera Zoom Control
(@) Connect the computer to the Hub with the original USB cable
@ Connect with the original power adapter and power supply Press any one of the 4 [ZOOM] to make the zoom functioning. These 4
() After confirming that all connections are correct, open the conference software on keys are not applicable for fixed focus cameras.
the PC and select the corresponding camera, microphone and speaker to start the video conference.
2 4 6
7. Menu Setup of HD Camera
1.Packing List 4. Key Description of Remote Control + + When operating remote control, press [MENU] to enter main menu of the
700M 700M video camera.
+ No | Name Function .
1 [ Launch Window Remote Control Launch Window SLow FAST 7.1 Level 1 Menu- Main Menu
2 | Power Enter into Standby mode by pressing .
3 [PTZ Reset Reset the PTZ —_ —_ Main Menu
4 |Camera Select Key | Select the cameraneedtocontrol [ T E s T s T s s s m et
= Preset position setup keys, include ing Exposure
5 | position [PRESET] and [RESET]
® gel trﬁhpresa p?slllq? Color
eset the preset position
s lup The camera rotates horizontally in regular installed 5.5 Preset Setup, Call, Cancel ::r:;-?/gze
direction
. . D =8 ; 7 [pown The camera rotates horizontally in reversed installed (1) Reserve Preset: Press [PRESET], then press one of the numbers Communication
® @ - o |12 Contat key | PTZ move according o the arrow inicates. (0-9) to reserve a preset that corresponds to the NUMBER. Information
<o) ontrol Key Press [ ] PTZ will get baek te the default position i Restore Default
@ ® - s Trewmen TS e—— Note: You can setup 10 presets at most by the remote control. Language English
= w10 110 |MENU Enter or exit OSD Menu after pressingit (2) Call Preset: Press the NUMBER (0-9) directly to call the reserved preset. [Home] Enter
o ([ Q) g 1] Volume Down Note: It won’t work if there’s no preset reserved in the corresponding [Menu] Back
P o[ T Jrm— ° 2| Volume Up
L :f*”j;’ S . EEY I Microphone Mute/ Unmute number.
| = 14 | ZOOM Slow K Zoom in + or out - slowly . : :
® ® (@) ’ = Tz00m F:‘VK: ZoomT o ool iy (3) Remove Preset: Press [RESET], then press one of the number Language: Support Chinese/English
(DHD Camera*1 (2)Speakerphone*1 @Hub*1 (@) Expansion microphone*2(optional, need to buy) = “:w:‘k L, 1B]URSe Support, press this key for 10 seconds (0-9) to remove a preset that corresponds to the NUMBER. Click the Home button [=] on the Remote to enter level 2 sub-menu
! Auto/Manual/Far/Near F i i
() Remote Control*1  (6)5m DP Cable*2  (?)Manual*1 (8)3m USB Cable*1 (§)Power Adaptor*1 Zoctuoor FT——21 17 | Foous Key Default Auto Focus 0 Click the Menu button on the Remote to exit menu
40 Wall Mount Bracket*1 {9 3.5mm Audio Cable *2 18 | Bright Adjustment | Adjust the brightness of the image 1 2 3 7.2 Level 2, Menu- Exposure
19 | »i Reserved
2_Product overview 20 | Mirror Enéb\e the picture Ieﬂ/‘righ( flip Exposure
Image Mode Switch betweer! threeimage modes | S __o__
21 9 Normal, PC, Bright 4 5 6
— Mode Auto
2.1 HD Camera % Attentions for Remote Control Backlight Off
1. Please check whether the indicator corresponding to the camera selection 7 8 9 Ers;‘:mp :570:7
I Z
area is on or not. [Return]
PRESET 0 RESET

2. If the remote control doesn't work, please replace batteries.
Mode: Auto/Manual

3. Make sure the number keys on the camera selection area are consistent
g ere %SEM' 4 Backlight: On/Off the backlight
® Pa” i @ Rs4ss with the remote control address in the menu. 5.6 Speakerphone Volume +/-/ Mute ExpComp: Exposure compensation, optional item is 0 to 15
ower : ’
@ Standby RS232 < Volume Down Flicker: Support 50Hz/60Hz
L U Volume Up When changing the exposure mode to Manual, the sub-menu is as
9 Microphone Mute/ Unmute follows:






